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WELLNO. MONUMENT FEDERAL #8-35 API #43-013-.50868
LOCATION 1897' FNL FT FROM (N) (S) LINE. 673' FEL FT FROM (E) (W) LINE SENE 1/4 - 1/4 SEC 35

TWP. RGE. SEC OPERATOR TWP RGE SEC OPERATOR
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rorzn e-ast C SUBMIT IN T CATE* Form a proved.
* (May 1963) (Other instructions on Budget urean No. 42-R1425.

UNITED STATE =•••=•••*a•>

DEPARTMENTOF THE NTERIOR 5. LEASE DESIONATION AND BERIAL NO.

GEOLOGICAL SUR EY U--16535
APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUGBACK O.IFINDIAN,ALLOTTERORTRIBENAME

la. Trra or woma
DRILLD DEEPENO PLUGBACKO · """ **""""" "*""

b. TTra or war.r.

r.r. ar.L O ..... ="'NT"O L"NLTWLB O a- -y as.=äi==

i. NAME or orzaAtoa. MOTil¾nt edytal
Lomax Exploration Company •· **

8. ADDRE88 OF OPERATO. 5 ro i
P.O. Box 4503, Houston, TX 77410 ao. r. rouw.a Ly.gar

4. Loc oaN OF WELL (RepOrt ÎOcatlOR Clearly gad in SCCOrdance With RDF $Ê&tt FtQBirt-tats.*)

673' FEL & 1897' FNL SE/NE 11. .r.

At proposed prod. sone section 4, fËS, R16E
14. DISTANCE IN MILES AND DIRECTION PROM NBAREBT TOWN OR FObT OFFICE* 12. COUNTY OE PARIBB 13. BTATE

13 miles South of Myton, Utah Duchesne | Utah
10. DISTANCE PROM PROPOSED* 10. NO. OF ACRES IN LEASE 17. NO. OF ACRBB ASSIGNED

LocATaon to xmasaaT so taas wat.I.
.....arr en r....B I.INE, FT. 673 1280 40(Also to nearest drlg. unit lise, it any)

18. DISTANCE FROM PROPOSED LOCATION* 19. FROPOSED DEPTE 20. ROTART OR CABLE TOOLE
..'°Ï.^=".'"Ã,'T'ri","iN COMPI.ETED' 1252 5700 Rotary

21. EIEVATIONs (Show whether DF, RT, OR, etc.) 22. Arraox. mars woax WII.I. arART*

5483' GR February, 1984
n. PROPOSED CAS‡NG AND CBMENTING PROGRAM

SIER ÖP ROLE BISE OF CABING WEIORT PER OOT BETTING DEPTH QUANTETT OF CEMENT

17-1/4 8 5/6 24 300 To Surface
7 7/8 5 1/2 17 TO As Required

RECGIVED '8

IN ABOVE SPACE DESCRIBE PROPOSED PROORAx : If proposal is to de¢pen or plug back, give data on present productive some and proposed new productive
zone. It proposal is tò drill deepen directionally, give pertinent data on subaurface locations and measured and true vertical depths. Give blowout

SinONED

. L. Pruitt ,,.,,,, V.P. Drilling & Production ,,,. 11/16/83
(This space r Federal or State omne ase)
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MANAGER , .
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DITIONS OF AP E TR

A597¾ ÒnReveneSide DATED



PROJECT

LOMAX EXPLO RAT ION CO.

T 8 S , R /6 E S.L..B. 8 M. Well location, MONUMENT FED.
s # 8 -35, located as shown in the

SE I/4 NEl/4, Section 35,TSS, RI6E,
SS9°56'w S.L. B.SM. Duc hesne County , Utah.

80. 04

N 42°/3'26 " W - /00/.62

35
MONUMENT FED. # 8-35
E/ev. Ungraded Ground - 5483'

CERTIFICATE

'HIS IS 10 LERTlFy TenT THE ABOvE PLAT WAS PREPARED FROM

FIELD NOTE5 OE ACTUAL SURvEYS MADE BY ME OR UNDER MY

SUPERVISION AND THAT THE SAMF ARE TeuE AND EDRRECT TO TH

BEST OF MY KNOWLEDGE AND BELIEF

REGISTERED LAND SURVEYOR
REGISTRATION NO 3|37
STATE OF UTAH

UINTAH ENGINEERING a LAND SURVEYING
S89°57 E P 0. BOX Q -- 85 SOUTH - 200 EAST

VERNAL, UTAH - 84078

SCALE DATE
I" = 1000 10/25/83

X = Section Corners Located PARTY REFERENCES
R.K. J.E JH GLO Plat

WEATHER FILE
Fair



TEN POINTWELLPROGRAM

LOMAXEXPLORATIONCOMPANY
Monument Federal #8-35
SE/NE Section 35, T8S, R16E
Duchesne County, Utah

1. GEOLOGICSURFACEFORMATION:

Uinta formation of Upper Eocene Age

2. ESTIMATEDTOPSOF IMPORTANTGEOLOGICMARKERS:

Uinta 0 - 2960
Green River 2960
Wasatch ' 6000

3. ESTIMATEDDEPTHSOF ANTICIPATEDWATER,OIL, GASOR MINERALS:

Green River 5025 - Oil

4. PROPOSEDCASINGPROGRAM:

8 5/8", 0-55, 24#; set at 300'
S 1/2", 0-55, 17#; set at TD
All casing will be new

5. MINIMUMSPECIFICATIONSFOR PRESSURECONTROL:

The operators minimum specifications for pressure control equipment
are as follows:

A 10" Series 900 Hydril Bag type BOP and a 10" Double Ram Hydraulic
unit with a closing unit will be utilized. Pressure tests of BOP's to
1000# will be made prior to drilling surface plug and operation will
be checked daily. (See exhibit A)

6. TYPE ANDCHARACTERISTICSOF THE PROPOSEDCIRCULATIONMUDS:

It is proposed that the hole be drilled with fresh water to the "J"
zone and with mud thereafter. The mud system will be a water based
gel-chemical, weighted to 10.0 ppg as necessary for gas



MONUMENTFEDERAL# 35

7. AUXlLIARYSAFETY EQUIPMENTTO BE USED:

Auxiliary safety equipment will be a Kelly Cock, bit float, and a TIW
valve with drill pipe threads.

8. TESTING, LOGGINGANDCORINGPROGRAMS:

No coring or drill stem testing has been scheduled for this well. The
logging will consist of a Dual Induction Laterolog and a Compensated
Neutron-Formation Density.

9. ANTICIPATEDABNORMALPRESSUREOR TEMPERATURE:

it is not anticipated that abnormal pressures or temperatures will be
encountered; nor that any other abnormal hazards such as HgS gas will
be encountered in this area.

10. ANTICIPATEDSTARTINGDATEANDDURATIONOF THE OPERATIONS:

It is anticipated that operations will commence approximately February,



LOMAXEXPLORATION

13 Point Surface Use Plan

For

Well Location

Monument Federal #8-35

- Located In

Section 35, TSS, R16E, S.L.B. & M.

Duchesne County,



LOMAXEXPLORATION s.

Monument Federal #8-35 '-

Section 35, TSS, R16E, S.L.B.& M.

1. EXISTING ROADS

See attached Topographic Map "A".

To reach LOMAXEXPLORATION well location site Monument Federal #8-35,
located in the SE 1/4 NW 1/4 Section 35, TSS, R16E, S.L.B.& M., Duchesne
County, Utah:

Proceed ¥esterly out of Vernal, Utah along U.S. Highway 40 49.0 miles
+ to the Junction of this Highway and Utah State Highway 53; proceed
Southerly along Utah State Highway 53 - 1.6 miles to its junction with
Utah State Highway 216; proceed Southerly along State Highway 216 - 4.7
miles to its junction with an existing dirt road to the Southwest;
proceed Southwesterly along this road 2.9 miles to its junction with an
existing dirt road to the Southeast; proceed Southeasterly along this
road 0.8 miles to its junction with an existing road to the Northeast;
proceed Northeasterly along this road 1.0 miles to it's Junction with the
proposed access road (To be discussed in Item #2).

The highways mentioned in the foregoing paragraph are bituminous
surfaced roads to the point where Highway 216 exists to the South;
thereafter the road is constructed with existing materials and gravels.
The highways are maintained by Utah State road crews. All other roads are
maintained by County crews.

The aforementioned dirt oil field service roads and other roads in the
vicinity are constructed out of existing native materials that are
prevalent to the existing areas they are located in, and range from clays
to a sandy-clay shale material.

The roads that are required for access during the drilling phase,
completion phase, and production phase of this well will be maintained at
the standards required by the B.L.M. or other c"ontrolling agencies. This
maintenance will consist of some minor grader work for smoothing of road
surfaces and for snow removal.

2. PLANNED ACCESS ROAD

See Topographic Map "B".

The planned access road leaves the existing location described in Item
#1 in the SE 1/4 NE 1/4 Section 35, TSS, Ri6E, S.L.B.& M., and proceeds in
a Southeasterly direction approximately 500' + to the proposed location
site.

The proposed access road will be an 18' crown road (9' either side of
the centerline) with drain ditches along either side of the proposed road
where it is determined necessary in order to handle any run-off from
normal meterological conditions that are prevalent to this area.

Back slopes along the cut areas of the road will be 1 1/2 to 1 slopes
and terraced.

There will be no culverts required along this access road.

There will be no turnouts required along this road.
Page



LOMAXEXPLORATION y,
Monument Federal #8-35
Section 35, TSS, R16E, S.L.B.& M.

There are no fences encountered along this proposed road. There will
be no new gates or cattieguards reguired.

3. LOCATION OF EXISTING WELLS

There are approximately 15 known producing wells and one abandoned
wells within a one mile radius of this location site. (See Topographic Map

B.)
4. LOCATION OF EXISTING AND PROPOSED FACILITIES

A tank battery site will be set up at the proposed location site.
This battery will be used to contain production from this well. If in the
event this battery can not be improvised, a flowline will be built which
will extend to an existing battery in the area.

The area will be built if possible, with native materials and if these
materials are not available then the necessary arrangements will be made
to get them from private sources. These facilities will be constructed
using bulldozers, graders and workman crews to construct and place the
propsed facilities. If there is any deviation from the above, all
approporiate agencies will be notified. Rehabilitation of disturbed areas
no longer needed for operation after construction is completed will meet
the requirements of Item #10.

5. LOCATION AND TYPE OF WATER SUPPLY

At the present.time, it is anticipated that the water for this well
will be hauled by truck from a private water source that is indicated on
Topo. Map "A".

In the event that this source is Eot used an alternate source will be
used and all necessary arrangements will be made with the proper
authorities.

There will be no water well drilled at this location site.

6. soDRCE OF CONSTRUCTION MATERIALS

All construction material for this location site and access Ëoadshall
be borrow material accumulated during construction of the location site
and access road. No pit lining materials from other sources are
anticipated at this time, but if they are required, the appropriate
actions will be taken to acquire them from private sources.

7. -METHODOF HANDLING WASTE DISPOSAL

See Location Layout Sheet.

A reserve pit will be constructed.

The reserve pit will vary in size and depth according to the water
table at the time drilling.

One half of the reserve pit will be used as a fresh water storage area
during the drilling of this well and the other one half will be used to
store non-f1ammable materials sucg as cuttings, salts, drilling



LOMAXEXPLORATION
Monument Federal #8-35

--

Section 35, Tes, R16E, S.L.B.& M.

chemicals and produced fluids, etc.

If deemed necessary by the agencies concerned to prevent contamination
to surrounding areas, the reserve pits will be lined with a gel.

The pits will have wire and overhead flagging installed if deemed
necessary to protect the water fowl, wildlife, and domestic animals.

At the onset of drilling, the reserve pit will be fenced on three
sides and at the time drilling activities are completed, it will be fenced
on the fourth side and allowed to dry completely prior to the time that
backfilling and other reclamation activities are attempted.

When the reserve pit dries and reclamation activities commence, the
pits will be covered with a minimum of four feet of soil and all
requirements in Item #10 will be followed.

A portable chemical toilet will be provided for human waste.

8. ANCILLARY FACILITIES

There are no ancillary facilities planned for at the present time and
none forseen in the near future.

9. ¥ELL SITE LAYOUT -

See attached Location Layout Sheet.

The B.L.M. District Manager shall be notified before any construction
begins on the proposed location site.

As mentioned in Item #7, the pits will be unlined unless it is
determined by the representatives of the agencies "involved that the
materials are too porous and would cause comtamination to the surrounding
area; then the pits will be lined with a gel and any other type of
material necessary to make it safe and tight.

When drilling activities commence, all work shall proceed in a neat
and orderly sequence.

10. PLANS FOR RESTORATION OF SURFACE

As there is some topsoil on the location site, it shall be stripped
and stockpiled. (See Location Layout Sheet). When all drilling and
production activities have been completed, the location site and access
road will be reshaped to the original contour and stockpiled topsoil
spread over the disturbed area.

Any drainages re-routed during construction activities shall be
restored to their original line of flow as near as possible. Fences
around pits are to be removed upon completion of drilling activities and
all waste being contained in the trash basket shall be hauled to the
nearest Sanitary Landfill.

Restoration activities shall begin within 90 days after completion of
the well. Once restoration activities have begun, they shall be completed
within 30 days.

Page



LOMAXEXPLORATION
Monument Federal #8-35 >->

Section 35, TSS, Ri6E, S.L.B.& M.

When restoration activities have been completed, the location site
shall be reseeded with a seed mixture recommended by the surface owner
when the moisture content of the soil is adequate for germination. The
Lessee further convenants and agrees that all of said clean-up and
restoration activities shall be done and performed in a diligent and most
workmanlike manner and in strict conformity with the above mentioned Items
#7 and #10.

11. OTHER INFORMATION

The Topography of the General Area - (See Topographic Map "A").

The area is a large basin formed by the Uinta Mountains to the North
and the Book Cliff Mountains to the South. The Green River is located
approximately 16 miles to the South of the location site.

The basin floor is interlaced with numerous canyons and ridges formed
by the non-perennial streams of the area. The sides of these canyons are
steep and ledges formed in sandstone ledges, conglomerate deposits, and
shale are common in this area.

The geologic structures of the area that are visible are of the Uinta
formation (Eocene Epoch) Tertiary Period in the upper elevations and the
cobblestone and younger alluvial deposits from the Quaternary Period.

Outcrops of sandstone ledges, conglomerate deposits and shale are
common in this area.

The topsoils in the area range from a light brownish-gray sandy clay
(SM-ML) type soil with poorly graded gravels to a clayey (OL) soil.

The majority of the numerous washes and draws in the area are of
non-perennialnature flowing during the early spring run-off and heavy rain
storms of long duration which are rare as the normal annual rainfall in
the area in only 8".

Due to the low precipitation average, climatic conditions and the
marginal types of soils, the vegatation that is found in the area is
common of the semi-arid regions and consists of areas of sagebrush,
rabbitbrush some grasses and cacti as the primary flora. This is also
true of the lower elevations.

The fauna of the area consists predominantly of the mule deer,
pronghorn antelope, coyotes, rabbits and varieties of small ground
squirrels and other types of rodents. The area is used by man for the
primary purpose of grazing domestic sheep and cattle.

The birds of the area are raptors, finches, ground sparrows, magpies,
crows, and jays.

The Topography of the Immediate Area - (See Topographic Map "B")

Monument Federal #8-35 is located approximately 2.5 miles North of
Caslte Peak Draw a non-perennial drainage which runs to the North &
East.

The terrain in the vicinitylof the location slopes from the North
Page



LOKAXEXPLORATION
Monument Federal #8-9¶~
Section 35, TSS, R16E, S.L.B.& M.

through-the location site to the South at approximately 4¾ grade.

¯

The vegetation in the immediate area surrounding the location site
consists of grasses and sparse amountys of sagebrush.

There are no occupied dwellings or other facilities of this nature in
the general area.

There are no visible archeological, historical or cultural sites
within any reasonable proximity of the proposed location site. (See
Topographic Map "B".)

12. LESSEE'S OR OPERATOR'S REPRESENTATIVE

Jack Pruitt
LOMAXEXPLORATION
333 North Belt East , Ste. 880
Houston, TX 77060

1-713-931-9276

13. CERTIFICATION

I hereby certify that I, or persons.under my direct supervision have
inspected the proposed drill site and access route; that I am familiar
with the conditions which presently exist; that the statements made in
this plan are to the best of my knowledge true atd correct; and that the
work associated with the operation proposed herein will be performed by
LOMAX EXPLORATION and its contractors and subcontractors in conformity
with this plan and the terms and conditions under which it is approved.

Date/ / Jack PrnËtt

Page
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No location will be constructed or moved, no well will be plugged, and no
drilling or workover equipment will be removed from a well to be placed in a
suspended status without prior approval of the AO. If operations are to be
suspended, prior approval of the AOwill be obtained and notification given
before resumption of operations.

The spud date will be reported orally to the A0 within 48 hours after
spudding. If the spudding occurs on a weekend or holiday, the report will
be submitted on the following regular work day. The oral report will be
followed up with a Sundry Notice.

In accordance with Onshore Oil and Gas Order No. 1, this well will be
reported on Form 9-329 "Monthly Report of Operations", starting with the
month in which operations commence and continue each month until the well is
physically plugged and abandoned. This report will be filed, in duplicate,
to the Vernal.BLM District Office, 170 South 500 East, Vernal, Utah 84078.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any other
unusual occurrences shall be promptly reported in accordance with the
requirements of NTL-3A or its revision.

If a replacement rig is contemplated for completion operations, a "Sundry
Notice" (Form 3160-5) to that effect will be filed, for prior approval of
the AO, and all conditions of this approved plan are applicable during all
operations conducted with the replacement rig.

Should the well be successfully completed for production, the A0 will be
notified when the well is placed in a producting status. Such notification
will be sent by telegram or other written communication, not later than 5
days following the date on which the well is placed on production.

Pursuant to NTL-2B, with the approval of the District Engineer, produced
water may be temporarily disposed of into unlined pits for a period of up to
90 days. During the period so aulthorized, an application for approval of
the permanent disposal method, along with the required water analysis and
other information, must be submitted to the District Engineer.

Pursuant to NTL-4A, lessees or operators are authorized to vent/flare gas
during initial well evaluation tests, not exceeding a period of 30 days or
the production of 50 MMCFof gas, whichever occurs first. An application
must be filed with the District Engineer and approval received, for any
venting/flaring of gas beyond the initial 30 day or authorized test period.

A schematic facilities diagram as required by 43 CFR 3162.7-2, 3162.7-3, and
3162.7-4 shall be submitted to the appropriate District Office within 30
days of installation or first production, whichever occurs first. All site
security regulations as specified in 43 CFR 3162.7 shall be adhered to. All
product lines entering and leaving hydrocarbon storage tanks will be
effectively sealed in accordance with 43 CFR



A first production conference will be scheduled within 15 days after receipt
of the first production notice.

No well abandonmentoperations wi 1 be commencedwithout the prior approval
of the AO. In the case of newly drilled dry holes or failures, and in
emergency situations, oral approval will be obtained from the SO. A
"Subsequent Report of Abandonment" Form 3160-5, will be filed with the A0
within 30 days following completion of the well for abandonment. This
report will indicate where plugs were placed and the current status of
surface restoration. Final abandónmentwill not be approved until the
surface reclamation work required by the approved APD or approved
abandonment notice has been completed to the satisfaction of the A0 or his
representative, or the appropriate Surface Managing Agency.

Pursuant to Onshore Oil and Gas Order No. 1, lessees and operators have the
responsibility to see that their exploration, development, production, and
construction operations are conducted in a manner which conforms with
applicable Federal laws and regulations and with State and local laws and
regulations to the extent that such State and local laws are applicable to
operations on Federal or Indian lands.

All travel will be confined to existing access road rights-of-way.

Location of Tank Batteries and Production Facilities:

All permanent (on site for six months or longer) structures constructed or
installed (including oil well pumpjacks) will be painted a flat,
non-reflective, earthtone color to match the standard environmental colors,
as determined by the Rocky Mountain 5 State Interagency Committee. All
facilities will be painted within 6 months of installation. Facilities
required to comply with 0.S.H.A. (Occupational Safety and Health Act) will
be excluded.

If a tank battery is constructed on this lease, it will be surrounded by a
dike of sufficient capacity to contain 1 1/2 times the storage capacity of
the battery.

Tank batteries will be placed on the west side of the location.

All loading lines will be placed inside the berm surrounding the tank
battery.

All site security guidelines identified in 43 CFR 3162.7 regulations will be
adhered to.

All off-lease storage, off-lease measurement, or commingling on-lease or
off-lease will have prior written approval from the AO.

Gas meter runs for each well will be located within 500 feet of the
wellhead. The gas flowline will be buried from the we11head to the meter
and 500 feet downstream of the meter run or any production facilities.
Reter runs will be housed and/or



The oil and gas measurement facilities will be installed on the well
location. The oil and gas meters will be calibrated in place prior to any
deliveries. Tests for meter accuracy will be conducted monthly for the
first three months on new meter iústallations and at least quarterly
thereafter. The A0 will be provided with a date and time for the initial
meter calibration and all future meter proving schedules. A copy of the
meter calibration reports will be submitted to the Vernal District Office.
All meter measurement facilities will conform with the API standards for
liquid hydrocarbons and the AGAstandard for natural gas measurement.

The use of materials under BLMjurisdiction will conform to 43 CFR 3610.2-3.

Construction material will be located on lease.

Methods of Handling Waste Disposal:

The reserve pit will be lined with clay or plastic liner.

Burning will not be allowed. All trash must be contained and disposed of by
a trash cage.

Produced waste water will be confined to an unlined pit for a period not to
exceed 90 days after initial production. During the 90 day period an
application for approval of a permanent disposal method and location, along
with required water analysis, will be submitted for the A0's approval.
Failure to file an application within the time allowed will be considered an
incident of noncompliance, and will be grounds for issuing a shut-in order.

Ancillary Facilities:

The stockpiled topsoil will be stored on the east and west ends of the
location.

Reserve pits will be fenced with a wire mesh fence and topped with at least
one strand of barbed wire.

Plans for Restoration of Surface:

Immediately upon completion of drilling, the location and surrounding area
will be cleared of all debris, materials, trash and junk not required for
production.

Before any dirt work to restore the location takes place, the reserve pit
must be completely dry and all cans, barrels, pipe, etc. will be removed.

All disturbed areas will be recontoured to the approximate natural contours.

The stockpiled topsoil will be evenly distributed over the disturbed areas.

Prior to reseeding, all disturbed areas, including the access roads, will be
scarified and left with a rough



Seed will be broadcast or drilled at a time specified by the BLM. If
broadcast, a harrow or some othed implement will be dragged over the seeded
area to assure seed coverage. Also, if broadcast, the amount of seed should
be proportionately larger to total 14 pounds per acre.

The following seed mixture will be used:

Oryzopsis hymenoides 1 1b/acre
Agropyron cristatum 1 1b/acre
Poa secunda 1 lb/acre
Kochia prostrata 2 lbs/acre
Atriplex confertifolia 2 1bs/acre
Ceratoides lanata 2 1bs/acre

Total 9 lbs/acre

The reserve pit and that portion of the location and access road not needed
for production or production facilities will be reclaimed.

Rotate location 180 degrees and move center stake 80' southwest.

There will be no deviation from the proposed drilling and/or workover
program without prior approval from the AO. Safe drilling and operating
practices must be observed. All wells, whether drilling, producing,
suspended, or abandoned will be identified in accordance with 43 CFR 3162.2.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for approval
for all changes of plans and other operations in accordance with 43 CFR
3164.

The dirt contractor will be provided with an approved copy of the surface
use plan.

A cultural resource clearance will be required before any construction
begins. If any cultural resources are found during construction, all work
will stop and the A0 will be notified.

This permit will be valid for a period of one year from the date of
approval. After permit termination, a new application will be filed for
approval for any future



CONDITX0NSOF APPROVAL

The Vernal District Petroleum Engineers have reviewed the Application for
Permit to Drill for technical adequacy and concur with the down hole portion
of the request providing the following stipulations are included as a part
of the approval :

1. Double Ram Hydraulic BOP's will be pressure tested to a minimum of 2,100
psi. Hydril Bag type BOP will be pressure tested to a minimum of 1,500
psi.

2. Top of the cement for the long string will be at least to the top of the
Green River





Page No. ::
. EXPLANATOltY

Ïhe following:uhlitional facts are set forth in order to define more clearly the full purpose of the pro-
posed application:

e...

-a...n. .. -.m.. . ... ...

(Use page 4 if additional explanatory is needed.)

The quantity of water sought to be appropria d is limited to at wh ch
can be beneficially used Ior th puri eh n,de het!

Si ture of Applicant*

*If appliennt is a corporation or other organization, si re must be the name of such corporation or organization
by its proper officer, or in the name of the partnership by on f the partners, aml the nauws of the other partners shall
he li.steel. If a corporation or partnership, the uffidavit below need not be filled in. If there is omre than one appliennt,
a power of attorney, authorizin one to act for all, shoubt accompany the Application.

DECLARATIO OF CITIZENSHIP

u ..

LD
On the .. . .. L. .. .. . .. . ..

................ ..... .... , 10 ,
personally a ppea red before me, a

notary public for the State u e a 1 ant who on onth, dectured that he is a citizen of the United States,
or has declared his intention ome te

My commission expires:

(S Notary I'ub!ic

Siste

..

.... .. r



FEES FOR APPLICATIONS TO APPROPRIA'Ì'S WATER IN UTAH

Flow rate - c.f.s. Cost
0.0 to 0.1 ..........................................$ 15.00 tiAT FM "
over 0.1 to 0.5 .......................................... 30.00
over 0.5 to 1.0 .......................................... 45.00
over 1.0 to 15.0 .......................................... 45.00 plus $7.50 for each els above lhe first cubic
over 15.0 .......................................... 150.00 foot per second.

Storage - acre-feet

0 to 20 ........................................ 22.50
over 20 to 500 ........................................ 45.00
over 500 to 7500 ........................................ 45.00 plus $7.50 for each 500 a.f. above the first
over 7500 ........................................ 150.00 500 acre feet.

(This section is n4t to be filled in b,yapplicant)

STATE ENGINEER'S ENDORSEMENTS

1. . ... . . . plication received State Engineer's office by ...

2. .................... ... Priority of Applicatio t down to, on account of . .

4. ... Application mier il ed by ..Yl............ .... Roll No. ..

5. .... \ . Indexed by ... 2. . t............ .............................. Platted by . .....

6. ..! Application examined by .... .........

7. .... ... . Application returned, ......... ..... ............ or corrected by of fice . .....

8. . Correctact plic tion sit nit i n to State Engineer's office

9. .. Appli tion appr ed to a crusen e by ..........

10. . ... . ..... ..... Notice to water users prepared by .. ............

11. . .. .. .. W....Publication began; was compk te«l .....5 882

Notice published in ...

r
. w.'i .

12. ...... ..... ........ ..... Proof slips checked by . ..
. .....

13. ... .. ..................... Applica tion protested by . ...

14. .
Pul lisi paid by M.F. . o. .. ... .

15. . ........... ....... ... Henring held by . ......... .

16. ....... ............ .. Field examination by ... ...

17. ..'Zdé .. Application designated for a .

18. ..9/24 ß2. . Application copied or photostated by ....ST.f.......... proofread by ..........

9/24/82 approved
19. Application neientcu
20. Conditions:

This Application is approved, subject to prior riglits, as follows:

a. Actual construction work shall be diligently prosecuted to completion.

b. Proof of Appropriation shall be submitted to the State Engineer's office by ....6/3.Q/8.6......

.Dee C. Hansen, P.F., a te Engineer

21. ...........................Time for making Proof of Appropriation extended to .. .. ......

22. ............................ Proof of Approprig).ion submitted.

23. ............................ Certificate of Appropriktion, No. .............. ........... .....,



Niorm 9-8810 SUBMIT IN Ti CATE* Form approved.
(May 1963) (Other instructions on Budget Bureau No. 42-R1425.

UNITED STATE;S reverse side)

DEPARTMENTOF THE INTERIOR 5. LEABE DESIGNATION AND BERIAL NO.

GEOLOGICAL SUR†EY U-16535

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUGBACK O. IF INDIAN, ALLOTTEE 08 TRIBM NAxB

la. Trra or woax

DRILLD DEEPENO PLUGBACKO Ÿ• UNE AGRHMENT NAME •

b. Trra or war.r.

LL ELL O .....
='"°=LB O ".;NLTW" O • **== •= = ==•= ====

s. nam. or or.na2.a. Monument Federal
Lomax Exploration Company a war.r. no.

8. ADDREBB OF OPERATOR 8- 35
P.O. Box 4503, Houston, TX 77210 ao. FIELD AND POOL, 08 WILDCAT

*· T°.*JZa'e.orw.st. (a.port recation ei.arar and in accoraane. with any state reunire=ent..• Monument Butte V

673' FEL & 1897' FNL SE/NE u.. c., ........o.... .

AND BURVET OR AREA

At proposed prod. sone
Section 35, T8S, R16E

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN Og POST OrrlCE* 12. COUNTY OR PARISE 13, STATE

13 miles South of Myton, Utah Duchesne Utah
10. DistAxca raox raorosso• 16. No. or Acasa xx LEAa 17. NO. OF ACRES ABSEGNED

LOCATION 20 NBAREST 20 TRIS WEI,I,
......or en r..a.B I.INE, FT· 673 1280 40(Also to nearest drlg. unit line, it any)

18. DISTANCE TROM PROPOBED IA)CATION* 19. PROPOSED DEPTa 20. ROTART OR CABLE TOOLS
ZO NEA B DIW L, H. COMFI.mD' 1252 5700 Rotary

21. mzavarrows (Show whether DF, RT, GR, etc.) 22. Arraox. Darm woax wlLL START*

5483' GR February, 1984
PROPOSED CASING AND CEMENTING PROGRAM

81EE ÓF HOLE SIES OF CABINO WEIGHT PER FOOT BETTING DEPTB QUANTITT OF CEMENT

12·1/4 8 ,5/8 74 300 TO Surface
i 7/8 5 1/7 17 TD As Require<\

IN ABOVE SPACE DESCBIBE PROPOSED PROGRAM : It proposal is to deepen or plug back, give data on present productive zone and proposed new productive

sone. It proposal is tú drill deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout
TSBt

D . L. Pruitt ,,,,, V.P. Drilling & Production ,,,, 11/16/83

PERMIT N appenvat naTE

APPROVED BY TITLE DATE

CONDITIONS OF APPROVAL, Er ANT:

*See InskuctionsOn Reverse



PROJECT

LOMAX EXPLORATION CO.

T 8 S R /6 E S.L.B. 8 Af Well location, MONUA/ENT FED.
s s · # 8 -35, located as shown in the

SE \/4 NEl/4, Section 35,TSS, RI6E,
S89°56'w S.L. B.SM. Duc hesne County , Utah.

80. 04

N 42°/3'26 " W - /00/.62 N
,

35
MONUMENT FED. # 8-35
E/ev.Xungroded Ground - 5483'

CERTIFICATE

TMIS IS TO CERTIFY THAT THE ABOVE PLAT WAS PREPARED FROM

FIELD NOTES OF ACTUAL SURVEYS MADE BY ME OR UNDER MN

SUPERVISION AND THAT THE SAME ARE TNUE AND CORRECT TO TH

BEST OF MY KNOWLEDGE AND BELiEF

REGISTERED LAND URVEYOR

)f REGlŠTRATION NO 3137
STATE OF UTAH

UINTAH ENGINEERING Br LAND SURVEYING
S89°57 E R 0. BOX Q - 85 SOUTH - 200 EAST

VERNAL, UTAH - 84078

SCALE DATE
I" = 1000 10/ 25 / 83

X = Section Corners Located PARTY REFERENCES
R.K. J.F. JH GLO Plat

WEATHER FILE
Fair



SEC T R 000 Y / 4/

API NUMBER TYPE O ' ' '

POSTING CHEXXOFF:

INDEK MAP BL

NID PI

PROCESSRCC WPS:
Ao a vem svrgµ pp /
/A//;¾‡ * 97-/*76~

APPROVED BY THE STATE
OF U¯1AM un/ISION OF
OIL, GAS, AND MINING

ENGRWR REVIEW:

eDATE:

APPROVALIETTER:

SPACING: A-3 c-3-a
UNIT CAUSENO. & DATE

I c-3-b c-3-c

SPECIAL



I

, RFLX)NGILEWELLNAMEANDLOCATIONŒ APD AGAINSTSAMEIMTA Œ PIAT MAP.

AUTHENI'ICATELEASE ANDOPERA'IŒ INFORMATION

L VERIFY ADEQUATEANDPROPERBONDING

AUTHENTICATEIF SITE IS IN A NAMEDFTELD, ETC.

Y SPACINGCONSIDERATION

ORDER

UNIT

I c-3-b

c-3-c

CHECKDISTANCETO NEARESTWELL.

CHECKOUTSTANDINGOR OVERDUEREPORTSfŒ OPERATOR'SOTHERWHIR.

IF PØrASH DESIGNATEDARFA, SPECIAL LANGUAGEON APPROVALIEITER

IF IN OIL SHÄLEDESIGNATEDAREA, SPECIAL APPROVALIANGUAGE.

VERIFY LEGALANDSUFFICIENT DRILLING



November 30, 1983

Lomax Exploration Company
P. G. Box 4503
Houston, Texas 77210

RE: Well No. Monument Federal 8-35
SENE SEc. 35, T. SS, R. 16E
1897' FNL, 673' FEL
Duchesne County, Utah

Gentlemen:

Insofar as this office is concerned, approval to drill the above referred to oil
well is hereby granted in accordance with Rule C-3(b), General Rules and Regulations
and Rules of Practice and Procedure.

Should you determine that it will be necessary to plug and abandon this well,
you are hereby requested to immediatolv notify the following:

ROMALDJ. PIRTH - Chief Petroleum Engineer
Office: 533-5771
Home: 571-6068

Enclosed please find Form OGC-8-X, which is to be completed whether or not
water sands (acquifers) are encountered during drilling. Your cooperation in
completing this form will be appreciated.

Further, it is requested that this Division be notified within 24 hours
after drilling operations commence, and that the drilling contractor and rig
number be identified.

The API number assigned to this well is 43-013-30868.

Sincerely,

Norman C. Stout
Administrative Assistant

NCS/as
cc: Branch of Fluid Minerals

Bureau of Indian Affairs



B: ce efLandiia .

Ve ::I Distript Offioe
170 South East
Vemet, Utah SWS

3162.35
U-820
U-16535

May 30, 1985

Lomax Exploration Company
Attn: Paul Curry
P. O. Box 4503
Houston, TX 77210-4503

RE: Rescind Application for Permit to Drill
Well No. 8-35
Section 35, T8S, R16E
Duchesne Count.y, Utah
Lease No. U-16535

The Application for Permit to Drill the referenced well was approved on
April 11, 1984. Since that date, no known activity has transpired at the
approved location. Under current District policy, Applications for Permit
to Orill are effective for a period of one year. In view of the foregoing,
this office is rescinding the approval of the referenced application
without prejudice. If you intend to drill at this location at a future date,
a new Application for Penait to Drill must be submitted.

This office requires a letter confinning that no surface disturbance has been
made for this drill site. Any surface disturbance associated with the
approved location of this well is to be rehabilitated. A schedule for this
rehabilitation must be subnitted to this office. Your cooperation in this
matter is appreciated.

Craig Hansen
ADMfo Minerals

bcc: State Div. OG & M
well



STATEOF UTAH Norman H. Bangerter, GovernorNATURALRESOURCES Dee C. Hansen, Executive Director
Oil, Gas & Mining Dianne R. Nielson, Ph.D., Division Director

355 W. North Temple • 3 Triad Center • Suite 350 • Salt Lake City, UT84180-1203 • 801-538-5340

June 4, 1985

Lomax Exploration Company
Attention: Paul Curry
P.O. Box 4503
Houston, Texas 77210-4503

Gentlemen:

Re: Well No. Monument Federal 8-35 - Sec. 35, T. 8S., R. 16 E.,
Duchesne County, Utah - API #43-013-30868

In concert with action taken by the Bureau of Land Management,
May 30, 1985, approval to drill the above referenced well is hereby
rescinded.

A new "Application for Permit to Drill" must be filed with this
office, for approval, prior to.future drilling of the subject
location.

Sincerely,

3 n R. Baza
etroleum Engineer

pk
cc: Dianne R. Nielson

Ronald 3. Firth
File
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